
Screwed BSPP, Cast Iron Body, Stainless Steel Internals

4.5, 10 and 14 Bar options, please specify at time of order. 

LV
1830

Air Liquid Drainer

Material Specifications
1. Cover  GGG40-3 Cast Iron

2. Body  GGG40-3 Cast Iron

3. Float  AISI 304 Stainless Steel

5. Float Seat AISI 431 Stainless Steel

6. Blind Bolt AISI 304 Stainless Steel

7. Cover Gasket Graphite

8. Bolt  8.8 Steel

4. Float Lever AISI 304 Stainless Steel

Dimensions

Size A H L Kg

½” 110 168 145 4.0

¾” 110 168 145 4.0

1” 110 168 145 4.0

Pressure/Temperature Specifications
Maximum Pressure  PN16

Maximum Differential Pressure PN14

Maximum Temperature  250ºC

Last updated 23/04/2025

Differential Pressure (Bar)

Size   0.2 0.3 0.4 0.5 1 2 3 4 5 7 10 14 

½” dm3/s  0.15 0.2 0.27 0.36 0.54 1.0 1.4 1.8 2.1 2.8 3.7 5.0

¾” dm3/s  0.15 0.2 0.27 0.36 0.54 1.0 1.4 1.8 2.1 2.8 3.7 5.0

1” dm3/s   0.15 0.2 0.27 0.36 0.54 1.0 1.4 1.8 2.1 2.8 3.7 5.0


