
LV
 9600 - 1½

” to 8”

Epoxy Coated Ductile Iron Body, Epoxy Coated Carbon Steel Plates 1½” to 8”, 
Ductile Iron Plates 10” to 24”, Stainless Steel Springs, NBR Seat

Dual Plate Check Valve - NBR Seat

Last updated 06/01/2025

Pressure / Temperature Specifications
Pressure  PN25 1½” to 6”

  PN20 8”

Temperature -10ºC to 100ºC

Torque Figures
Size ØA ØB F to F Kv Cracking Pressure Kg

2” 109 46 45 50 3.2mbar   1.3

1½” 94 46 45 50 3.2mbar   1.0

2½” 129 62 46 109 3.0mbar   1.9

3” 144 70 64 133 2.8mbar   3.7

4” 164 90 64 277 2.4mbar   4.5

5” 194 110 70 444 2.2mbar   6.8

6” 220 130 76 564 1.9mbar   8.6

8” 275 195 89 1137 1.5mbar   15.0

Material Specifications 
1. Body  Epoxy Coated

  EN GJS 400 15 Ductile Iron

2. Plates  Epoxy Coated

4. Stop Piece CF8M Stainless Steel

5. Springs AISI 302 Stainless Steel

6. Washers AISI 304L Stainless Steel

7. Plug  AISI 304L Stainless Steel

8. O-ring NBR

9. Seat  Nitrile

3. Shaft  AISI 304L Stainless Steel

  WCB A216 Carbon Steel

Continues on Page 2

Flange Suitability

Size    PN10   PN16   PN25 ANSI 150

1½” to 4” 

5” & 6” 

8” 



LV
 9600 - 10” &

 12”

Dual Plate Check Valve - NBR Seat

Last updated 06/01/2025

Pressure / Temperature Specifications
Pressure  PN16

Temperature -10ºC to 100ºC

Torque Figures
Size ØA ØB F to F Kv Cracking Pressure Kg

12” 380 292 114 3189 1.3mbar   37.5

10” 328 245 114 2043 1.4mbar   27.5

Material Specifications 
1. Body  Epoxy Coated

2. Plates  Epoxy Coated

4. Stop Piece AISI 304L Stainless Steel

5. Springs AISI 302 Stainless Steel

6. Washers AISI 304L Stainless Steel

7. Plug  AISI 304L Stainless Steel

8. O-ring NBR

9. Lifting  A2

10. Seat  Nitrile

3. Shaft  AISI 304L Stainless Steel

  EN GJS 400 15 Ductile Iron

  EN GJS 400 15 Ductile Iron

Continues on Page 3

Flange Suitability

Size    PN10   PN16   PN25 ANSI 150

10” & 12” 



LV
 9600 - 14” &

 16”

Dual Plate Check Valve - NBR Seat

Pressure / Temperature Specifications
Pressure  PN16

Temperature -10ºC to 100ºC

Torque Figures
Size ØA ØB F to F Kv Cracking Pressure Kg

16” 490 380 140 6641 1.1mbar   70.0

14” 440 340 127 4554 1.2mbar   52.5

Material Specifications 
1. Body  Epoxy Coated

2. Plates  Epoxy Coated

4. Stop Piece AISI 304L Stainless Steel

5. Springs AISI 302 Stainless Steel

6. Washers AISI 304L Stainless Steel

7. Plug  AISI 304L Stainless Steel

8. O-ring NBR

9. Lifting  A2

10. Seat  Nitrile

3. Shaft  AISI 304L Stainless Steel

  EN GJS 400 15 Ductile Iron

  EN GJS 400 15 Ductile Iron

Continues on Page 4Last updated 06/01/2025

Flange Suitability

Size    PN10   PN16   PN25 ANSI 150

14” & 16” 



LV
 9600 - 18” &

 24”

Dual Plate Check Valve - NBR Seat

Pressure / Temperature Specifications
Pressure  PN10

Temperature -10ºC to 100ºC

Torque Figures
Size ØA ØB F to F Kv Cracking Pressure Kg

20” 596 490 152 10672 0.90mbar  119.0

18” 540 435 152 7864 0.98mbar  92.0

24” 696 580 178 16342 0.79mbar  166.0

Material Specifications 
1. Body  Epoxy Coated

2. Plates  Epoxy Coated

4. Stop Piece AISI 304L Stainless Steel

5. Springs AISI 302 Stainless Steel

6. Washers AISI 304L Stainless Steel

7. Spring Block AISI 304L Stainless Steel

8. Plug  AISI 304L Stainless Steel

9. O-ring NBR

10. Lifting A2

11. Seat  Nitrile

3. Shaft  AISI 304L Stainless Steel

  EN GJS 400 15 Ductile Iron

  EN GJS 400 15 Ductile Iron

Last updated 06/01/2025

Flange Suitability

Size    PN10   PN16   PN25 ANSI 150
18” to 24” 
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